
PT2012CRe
MECHANICAL &
COMMON RAIL PUMP
TEST BENCH

The PT2012.CRe has two
sensors that test two 
injectors at once. 
This lets it test a six-cylinder
pump in about 15 minutes.
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Included Adapters and Equipment
-Bosch Inline and Rotary type pumps 
Except H, VP33, VP44

-Delphi- Lucas Rotary and Inline Pumps 
Except Dp200 series and similar semi
electronic pumps

-Denso  Except Semi Electronic
Governor controlled TICs and a like

Its capability to test Common
Rail pumps sets it apart from
competitors and makes it a
valuable investment.

Traditional Test Bench

Testing CR pumps becomes more
and more difficult with each new
generation of CR pumps.

Pt2012Cre allows you to control and
measure with more precision.
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Test Report as PDF File

SCV Valve Test Screen

For Common Rail pump testing,
the "Advanced Manual Testing
Mode" enables the operator to fully
control all CR pump actuators and
create a completely customized
test plan.

This new feature lets users create
custom tests to find problems that
standard tests can't.
Bosch CP1-CP3
Delphi 1st generation
Denso HP3

ADVANCED MANUAL
TESTING MODE

Including:
Caterpillar C4- C6 
Denso HP0 
Bosch CP2 Bosch CP4
Cummins

THE TEST BENCH YOU NEED
TO TEST BOTH DIESEL PUMPS
AND COMMON RAIL PUMPS



Machine Dimensions:
Width: 1915 mm 
Depth: 980 mm 
Height: 1800 mm 
Weight: 1004 kg 

Packing Dimensions:
Width: 2100 mm 
Depth: 1140 mm 
Height: 1970 mm 
Weight: 1154 kg

Packaging: Wooden Box 
Not Stackable USA: Our packaging is made from
sterilizable wood. Our pallets are metal. It doesn't
attract insects because it's made of plywood.

 Technical: support@maktest.com.tr  | +90 549 569 40 20

Contact Us: sales@maktest.com.tr     | +90 544 349 40 20

User Training 2 years warrantySpare parts

maktest.com
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Computer
All-In-One Processor Dual Core 1.86 Ghz or
X5 28350 1.44 Ghz RAM 2GB HD : SSD 64 GB
Monitor15" Touch Screen /Wide - Windows

Air Supply
min 5 bar, min 10L/min, 
dry and oil free

High Pressure System
HP Pump Motor : 15 kW. 
Speed Control between 50-3500 rpm. 

Max Pressure : 2200 bar
Pressure Regulator : Bosch

TECHNICAL SPECIFICATIONS

Electricity Requirement
380 V A.C. 3 phase 50-60 Hz 
(no neutral required).
220 V A.C. Single Phase
 for Computer Current :  44
 Amper Power : 29 KVA

Instrumentation
HP Sensor : Bosch 2200 bar (on the rail) 1 bar Resolution, 1% Accuracy. 
Flow Sensor : Gear Type; 0-4000 mm3/rev, 1 mm3/rev Resolution, 1% Accuracy. 
LP Supply Pressure : 0-10 bar, 0.1 bar Resolution,  0,1% Accuracy 
LP Return Pressure : 0-10 bar, 0.1 bar Resolution, 0,1% Accuracy 
Lube Oil Pressure : 0-15 bar, analogue, 7% Accuracy 
Temperature :15-120 °C, 0.1°C Resolution, 1%Accuracy

Lube Oil Supply System
Tank : 10 L Lube Oil Pump : 9 L/min,
max 10 bar Filter : 100 µ mesh

Test Oil Supply System
Tank : 50 L 
LP Supply Pump : 9 L/min, max 10 bar
Heater : 2kW 
Cooling System : Air Cooled, 4 L/min
∆T= - 5 °C between 40- 50 °C Filter : 5µ

http://maktest.com/
https://www.youtube.com/@maktestdieseltesting

